
ΓΑΝΤΙ/GLOVE CASOL 

ΟΔΗΓΙΕΣ ΧΡΗΣΗΣ / INSTRUCTIONS USE 

Notified Body: 2575  
INTERTEK ITALIA SpA 
Via Miglioli 2/A, 20063 
Cernusco sul Naviglio (MI), 
Italy. 
 

EL: Οδηγίες χρήσης: Γάντια για γενική χρήση έναντι μηχανικών κινδύνων μεσαίου 

βαθμού, σε ξηρό περιβάλλον. Δεν είναι κατάλληλα για χημικούς, μικροβιολογικούς, 

ηλεκτρικούς ή θερμικούς κινδύνους. Περιέχουν φυσικό λάτεξ, το οποίο μπορεί να 

προκαλέσει αλλεργικές αντιδράσεις σε ευαίσθητα άτομα· σε αυτή την περίπτωση 

ζητήστε ιατρική συμβουλή. Μη χρησιμοποιείτε όταν υπάρχει κίνδυνος παγίδευσης 

από μηχανές σε κίνηση. Βεβαιωθείτε ότι είναι άθικτα πριν και κατά τη χρήση και 

αντικαταστήστε αν απαιτείται. Κανένας ιδιαίτερος καθαρισμός ή συντήρηση· τα 

γάντια δεν είναι πλενόμενα. Αποθήκευση σε δροσερό, ξηρό μέρος μακριά από φως 

και θερμότητα· η μέγιστη διάρκεια αποθήκευσης δεν μπορεί να καθοριστεί και 

εξαρτάται από τις συνθήκες. Συμμορφώνονται με τον Κανονισμό (ΕΕ) 2016/425 και 

τα ευρωπαϊκά πρότυπα EN ISO 21420:2020 και EN 388:2016+A1:2018 (2 1 2 1 X). Τα 

επίπεδα απόδοσης αντιστοιχούν κατά σειρά σε τριβή (=2/4), κοπή (=1/5), σχίσιμο 

(=2/4), διάτρηση (=1/4), κοπή TDM (=X). X = χωρίς δοκιμή. 

 

EN: Instructions for use: General-purpose gloves for protection against medium-level 

mechanical risks in dry environments. Not suitable for chemical, microbiological, 

electrical or thermal hazards. Contain natural rubber latex which may cause allergic 

reactions in sensitive individuals; in such case seek medical advice. Do not use where 

there is a risk of entanglement with moving machinery. Ensure gloves are intact before 

and during use and replace if necessary. No particular cleaning or maintenance 

required; gloves are not washable. Store in a cool, dry place away from light and heat; 

maximum storage duration cannot be determined and depends on conditions. 

Complies with Regulation (EU) 2016/425 and European standards EN ISO 21420:2020 

and EN 388:2016+A1:2018 (2 1 2 1 X). Performance levels correspond, in order, to 

abrasion (=2/4), cut (=1/5), tear (=2/4), puncture (=1/4), TDM cut (=X). X = not tested. 


